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The company production base has converging an area of 12,000 squares Plant, also with qualified technical
teams, advanced processing equipment and professional inspection centers. The production capacity can
reach as high as 600,000 units / year.

With more than 17 years' experience of researching and producing power garden tools, Now Topwe has an
excellent reputation, and constantly provides a Varity of reliable products to our customer in the worldwide.
TOPWE aims to being sure it will always be able to offer good quality products, which can match up with all
of standards and requirements in the worldwide.
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Engine type

Air-cooled,2-stroke,
single cylinder

Chain pitch

0.325"

@D® (N-6208

Displacement

S8cc/62cc

Fuel tank capacity

550ml

Rated output power
2.4kw/3.0kw

Engine oil tank capacity

260ml

Guide bar size

20"(50cm)/22"(55¢cm)

Idle speed

2800-3200r/min

Two-cycle Qil/Gasolone mixting ratio
1:40

GW/N.W
8.8/7.8kg



COPWE CHAIN SAW

am»» CN-25

Engine type Displacement
Air-cooled,2-stroke,
single cylinder 8
Chain pitch Fuel tank capacity
3/8 230ml

@D» (N-38

Engine type Displacement
Air-cooled,2-stroke,
single cylinder 38cc

Chain pitch Fuel tank capacity

3/8 0.325” 310ml

am»® (N-40

Engine type Displacement
Air-cooled,2-stroke,
single cylinder 40cc
Chain pitch Fuel tank capacity
3/80325" 230ml

Rated output power

0.9kw/8000r/min

Engine oil tank capacity
210ml

Guide bar size

10" (25¢m)/12" (30cm)

Ldling speed
3200r/min

Two-cycle Oil/Gasolone mixting ratio
1:40

GW/NW
4.5/3.8kg

Rated output power

1.25kw/8000r/min

Engine oil tank capacity
210ml

Guide bar size

14"(35cm)/16" (40cm)

Ldling speed
3200r/min

Two-cycle Oil/Gasolone mixting ratio

1:40

GW/NW
6.5/5.1kg

Rated output power
1.0kw/8000r/min

Engine oil tank capacity
160ml

Guide bar size
14"(35¢m)/16" (40cm)

Ldling speed
3200r/min

Two-cycle Oil/Gasolone mixting ratio
1:40

GW/N.W
6.0/5.0kg

Engine type Displacement Rated output power Guidebar size Two-cycle Qil/Gasolone mixting ratio
Air-cooled,2-stroke, fri " a" :
single cylinder 45¢cc 1.75kw/8000r/min 16" (40cm)/18" (45cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed G.W/N.W
0.325" 550ml 260ml 2800-3200r/min 8.0/6.7kg

am»® (N-4501

Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke, | i " L1 .
single cylinder 45cc 1.75kw/8000r/min 16" (40cm)/18" (45¢cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/N.W
0.325" 550ml 260ml 2800-3200r/min 8.5/7.0kg




Engine type

Air-cooled,2-stroke,

single cylinder
Chain pitch
0.325”

@S (N-58

Engine type

Air-cooled,2-stroke,

single cylinder
Chain pitch
0325”

07

Guide bar size

18" (45cm)/20" (50cm)

Rated output power Two-cycle Qil/Gasolone mixting ratio

1.9kw/8000r/min

Displacement

Fuel tank capacity Engine oil tank capacity

2800-3200r/min

Guide bar size

18" (45cm)/20" (50cm)

Rated output power Two-cycle Qil/Gasolone mixting ratio

2.2kw/8000r/min

Displacement

Fuel tank capacity Engine oil tank capacity

2800-3200r/min

am»» CN-58A

Engine type Displacement
Air-cooled,2-stroke, 58cc
single cylinder
Chain pitch Fuel tank capacity
0.325" 550m

a=»» CN-58B

Engine type Displacement
Air-cooled,2-stroke, 58cc
single cylinder
Chain pitch Fuel tank capacity
0325” 550mi

am»» CN-58C

Engine type Displacement
Air-cooled,2-stroke, 58cc
single cylinder
Chain pitch Fuel tank capacity
0.325” 550ml

Rated output power Guide bar size

2.2kw/8000r/min 18" (45¢cm)/20" (50cm)

Engine oil tank capacity
2800-3200r/min

Rated output power Guide bar size

2.2kw/8000r/min 18" (45¢cm)/20" (50cm)

Engine oil tank capacity
2800-3200r/min

Guide bar size

Rated output power

2.2kw/8000r/min 18" (45cm)/20" (50cm)

Engine oil tank capacity
2800-3200r/min

Two-cycle Oil/Gasolone mixting ratio

1:40

GW/NW
8.5/7.5kg

Two-cycle Oil/Gasolone mixting ratio

1:40

GW/NW
8.5/7.5kg

Two-cycle Qil/Gasolone mixting ratio
1:40

GW/NW
8.5/7.5kg



COPWE CHAIN SAW

@=D® CN-58S

Engine type Displacement
Air-cooled,2-stroke, 58cc
single cylinder B

Chain pitch Fuel tank capacity

0325" 550ml

am»® (N-5801

Engine type Displacement

Air-cooled,2-stroke, c
single cylinder 38cc
Chain pitch Fuel tank capacity

0.325" 550ml

am»® (N-5802

Engine type Displacement
Air-cooled,2-stroke, -
single cylinder S
Chain pitch Fuel tank capacity
0.325" 550ml

Rated output power

2.2kw/8000r/min

Engine oil tank capacity
260m|

Guide bar size

18" (45cm)/20"(50cm)

Ldling speed
2800-3200r/min

Two-cycle Oil/Gasolone mixting ratio

1:40

GW/NW
8.5/7.5kg

Rated output power

2.2kw/8000r/min

Engine oil tank capacity
260ml

Guide bar size
18" (45cm)/20"(50cm)
Ldling speed
2800-3200r/min

Two-cycle Qil/Gasolone mixting ratio
1:40

GW/N.W
8.5/7.5kg

Rated output power

2.2kw/8000r/min

Engine oil tank capacity
260ml

Guide bar size

18"(45¢cm)/20" (50cm)

Ldling speed
2800-3200r/min

Two-cycle Oil/Gasolone mixting ratio

1:40

GW/NW
8.5/7.5kg

@™ (N-5802

Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
é\l:;(;lgfé';fnéfr“m‘ 58cc 2.2kw/8000r/min 18" (45cm)/20" (50cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/N.W
0325" 550ml 260ml 2800-3200r/min 8.5/7.5kg

am»® (N-5803

Engine type Displacement Rated output power Guide bar size Two-cycle Qil/Gasolone mixting ratio

Air-cooled,2-stroke, c i V0" (E \ .
single cylinder 58cc 2.2kw/8000r/min 18" (45cm)/20" (50cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/N.W
0325" 550ml 260ml 2800-3200r/min 8.5/7.5kg

am»® (N-5804

Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke, g e/ g " AEmY /20" (50cm) .
single cylinder 58cc 2.2kw/8000r/min 18" (45¢m)/20" (50cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/N.W
0325" 550ml 260ml 2800-3200r/min 8.5/7.5kg
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TOPWE CHAIN SAW

a=»® (CN-5806

Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke,

el = [ . ‘. /- G B al . LT~ ‘T ||I_- \ .
to:‘u g single cylinder 58cc 2.2kw/8000r/min 187 (45cm)/20" (50cm) 1:40

v g Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/NW
Ly N : ' 0325 550ml 260ml 2800-3200r/min 8.5/7.5kg
-

am»® (N-5807

Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke, 58cc 2.2kw/8000r/min 18" (45cm)/20" (50cm) 1:40
single cylinder
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/NW
0.325” 550ml 260ml 2800-3200r/min 8.5/7.5kg

am»® (N-5805 am=»>» (N-6200

Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke, EQc- e/ frni " V90" (€ \ . Air-cooled,2-stroke, mi (EEem) /24" | \ :
single cylinder 58cc 2.2kw/8000r/min 18" (45cm)/20" (50cm) 1:40 single cylinder 62cc 2.7kw/8000r/min 227 (55cm)/24" (60cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/N.W Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/N.W
0.325" 550ml 260ml 2800-3200r/min 8.5/7.5kg 0325” 670ml 350ml 2800-3200r/min 9.0/8.5kg

ik 12
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Engine type Displacement Rated output power Guide bar size Two-cycle Oil/Gasolone mixting ratio
Qg;}ﬁgg’@%ﬁgﬁ“ﬁer 88cc 3.5kw/8500r/min 24" (60cm)/36" (90cm) 1:40
Chain pitch Fuel tank capacity Engine oil tank capacity Ldling speed GW/NW
0325” 960ml 550ml 2800-3200r/min 10.0/9.0kg
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TOPWE BRUSH CUTTER

® torws

New appearance, structure design

tOP\VE Brush cutter & grass trimmer series, ideal

for around the garden jobs. Equipped with new engine for
more power, lower emission levels and lower fuel consum-—

ption. Quick and easy to start, purge and combined choke/
stop controls.

@D (N-5205

Engine type Displacement Rated output power Idle speed Two-cycle Oil/Gasolone mixting ratio
iﬁg‘l‘e"é')‘:l‘linfj;”’k“ 52cc 1.5kw 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GW N.W
1250ml 26 mm 160 cm 9.0kg 8.0kg

18



COPWE BRUSH CUTTER

@D CN-260 @D CN-430

WL 2

Engine type Displacement Rated output power Idle speed Two-cycle Oil/Gasolone mixting ratio Engine type Displacement Rated output power Two-cycle Qil/Gasolone mixting ratio
;Egﬁg?':lfﬁé;:mker 26cc 0.75kw/8000r/min 2800-3200r/min 1:40 Qggﬁ‘;‘z‘)‘{]fﬂé;ﬁmkf‘ 43cc 1.25kw/8000r/min 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GW N.W Fuel tank capacity Shaft Diameter Shaft Length GW N.W
230ml 26 mm 160 cm 7.5kg 6.5kg 1250ml 26 mm 160 cm 9.0kg 8.0kg

@D D CN-260A @D CN-520

s ep. )

Engine type Displacement Rated output power Idle speed Two-cycle Oil/Gasolone mixting ratio Engine type Displacement Rated output power Idle speed Two-cycle Qil/Gasolone mixting ratio
;Egﬁg?_':ﬁ-é::mker 26cc 0.75kw/8000r/min 2800-3200r/min 1:40 iggﬁg‘l‘)ﬂ?ﬂé;mkf‘ 52cc 1.45kw/8000r/min 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GW N.W Fuel tank capacity Shaft Diameter Shaft Length GW N.W
230ml 26 mm 160 cm 7.5kg 6.5kg 1250ml 26 mm 160 cm 9.0kg 8.0kg

@D® CN-330 @D D CN-520A

Engine type Displacement Rated output power Idle speed Two-cycle Oil/Gasolone mixting ratio Engine type Displacement Rated output power Idle speed Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke, 33cc 1.05kw/8000r/min 2800-3200r/min 1:40 Air-cooled,2-stroke, 52cc 1.45kw/8000r/min 2800-3200r/min 1:40
single cylinder single cylinder
Fuel tank capacity Shaft Diameter Shaft Length GW N.W Fuel tank capacity Shaft Diameter Shaft Length GW N.W
230ml 26 mm 160 cm 8.0kg 7.2kg 1250ml 26 mm 160 cm 9.0kg 8.0kg




@D D CN-520E

umilﬂ"”

Engine type Displacement Rated output power Ldling speed Two-cycle Oil/Gasolone mixting ratio
gir:'gﬁg‘é')‘;’lfrégﬁmke— 52cc 1.45kw/8000r/min 2800-3200r/min 140
Fuel tank capacity Shaft Diameter Shaft Length GW N.W
1250ml 26 mm 160 cm 9.0kg
@D CN-580

8.0kg

Engine type Displacement Rated output power Ldling speed Two-cycle Oil/Gasolone mixting ratio
gg;g%')ﬁ?ﬁﬁgfmk& 58cc 2.2kw/8000r/min 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GW N.W
1250ml 26/28 mm 160 cm 9.0kg 8.0kg
@D CN-580S

Engine type Displacement Rated output power
Air-cooled,2-stroke, 58¢cc
single cylinder

Fuel tank capacity Shaft Diameter
1250ml

Ldling speed Two-cycle Oil/Gasolone mixting ratio
2.6kw/8000r/min 2800-3200r/min 1:40
Shaft Length GW
26/28mm 160 cm

NW
9.0kg

8.0kg




COPWE BRUSH CUTTER
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@D® CN-520F

Engine type Displacement

Air-cooled,2-stroke, 52cc
single cylinder :
Fuel tank capacity Shaft Diameter

1250ml 26 mm

@D ® 139F

Engine type Displacement

Air-cooled,4-stroke, 31.0cc
single cylinder

Shaft Diameter Shaft Length

26 mm 160 cm

@D (X-35

Engine type Displacement
Air-cooled,4-stroke, 35.8cc
single cylinder
Shaft Diameter Shaft Length

26 mm 160 cm

Rated output power Ldling speed Two-cycle Oil/Gasolone mixting ratio
1.45kw/8000r/min 2800-3200r/min 1:40
Shaft Length GW N.W
160 cm 9.0kg 8.0kg

Rated output power Ldling speed Fuel tank capacity
0.85kw/8000r/min 2800-3200r/min 900ml
GwW N.W
9.0kg 8.0kg

Rated output power Ldling speed Fuel tank capacity
1.0kw/8000r/min 2800-3200r/min 1250ml
GW NW
9.0kg 8.0kg

@D CN-411

Engine type Displacement

Air cooln_d,z stroke, 40.2cc
single cylinder
Fuel tank capacity Shaft Diameter

1250ml 26 mm

@D® CN-40-6

Engine type Displacement

Air-cooled,2-stroke, 40.2cc
single cylinder

Shaft Diameter

1250ml 26 mm

@D CN-328

Fuel tank capacity

Engine type Displacement

Air-cooled,2-stroke, 32.6¢c
single cylinder :

Shaft Diameter
1250ml 26 mm

Fuel tank capacity

Rated output power
1.4kw/8000r/min

Shaft Length
160 cm

Ldling speed
2800-3200r/min

GW
10.0kg

Two-cycle Oil/Gasolone mixting ratio
1:40
N.W
8.5kg

Rated output power

1.4kw/B000r/min

Shaft Length
160 cm

Rated output power
0.81kw/8000r/min

Shaft Length
160 cm

Ldling speed

2800-3200r/min

GW
10.0kg

Ldling speed
2800-3200r/min

GW
9.0kg

Two-cycle Oil/Gasolone mixting ratio
1:40

N.W
8.5kg

Two-cycle Oil/Gasolone mixting ratio
1:40

N.W
8.0kg

24
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Engine type

Air-cooled 4-stroke,
single cylinder

Shaft Diameter

26 mm

@D D CN-BP35

Displacement
35.8¢cc

Shaft Length
160 cm

Rated output power
1.0kw/8000r/min

GW
9.0kg

Ldling speed
2800-3200r/min

NW
8.0kg

Fuel tank capacity

1250ml

@D CN-BP430

Engine type Displacement Rated output power Ldling speed Two-cycle Oil/Gasolone mixting ratio
;‘ﬁg%ﬁ%ﬁgmk& 43cc 1.45kw/8000r/min 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GWwW N.W
1250ml 26 mm 160 cm 10.5kg 9.0kg

@D CN-BP415

Engine type Displacement Rated output power Ldling speed Two-cycle Oil/Gasolone mixting ratio
i}iﬁgﬁfé‘iﬁﬁ;ﬁé‘ﬁm“* 415¢c 1.4kw/8000r/min 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GW N.W
1250ml 26 mm 160 cm 10.5kg 9.0kg

@D CN-BP80S

Engine type Displacement Rated output power Ldling speed Two-cycle Oil/Gasolone mixting ratio
gﬁg%ﬁ?ﬁﬁg:mk& 58cc 2.6kw/8000r/min 2800-3200r/min 1:40
Fuel tank capacity Shaft Diameter Shaft Length GW N.W
1250ml 26 mm 160 cm 10.5kg 9.0kg
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New appearance, structure design

]

Engine type Displacement Rated output power Ldling speed Ari volume(m?/s)

Air-cooled,2-stroke, 63cc 2.2kw/8000r/min 2800-3200r/min 03
single cylinder

_.‘3,_' ; 1 oW Y7 Ignition Noise Carburetor Type GW N.W
&.._ﬂ‘ : rm,:c 2 - e : CDI 96 Db(A) Diaphragm Type 8KG 7KG

@D BL-/66A

NEw

B4ODR

Engine type Displacement Rated output power Ldling speed Ari volume(m?/s) Engine type Displacement Rated output power Ldling speed Ari volume(m?/s)
Air-cooled,2-stroke, 76cc 3.5kw/8000r/min 3300r/min 035 Air-cooled,2-stroke, 76cc 2.2kw/8000r/min 2800-3200r/min 032
single cylinder single cylinder
Ignition Noise Carburetor Type GW N.W Ignition Noise Carburetor Type GW N.W

CDlI 96 Db(A) Diaphragm Type 9KG 8.5KG CDlI 96 Db(A) Diaphragm Type 8KG 7KG
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@D BL-6500

Ari volume(m?/s)

Engine type Displacement Rated output power Ldling speed
Air-cooled,2-stroke, 58cc 2.6kw/8000r/min 2800-3200r/min 0.3
single cylinder
Ignition Noise Carburetor Type GW N.W
CDI 96 Db(A) Diaphragm Type 8.0KG 7.0KG

@D® BL-3500

Ari volume(m?®/s)

Engine type Displacement Rated output power Ldling speed
Air-cooled,2-stroke, 88cc 3.5kw/8000r/min 2800-3200r/min 035
single cylinder
Ignition Noise Carburetor Type GW N.W
90KG

CDI 96 Db(A) Diaphragm Type 10 0KG

@D BL-260

Engine type Displacement
Air-cooled,2-stroke, 26¢cc
single cylinder
Ignition Noise
CDI 90Db(A)

@D® BL-5300

Engine type Displacement
Air-cooled,2-stroke, 58cc
single cylinder
Ignition Noise
C.Dl 96 Db(A)

@D ® BL-3300

Engine type Displacement
Air-cooled,2-stroke, 88cc
single cylinder
Ignition Noise
C.Dl 96 Db(A)

Ari volume(m?/s)

Rated output power Ldling speed
0.75kw/8000r/min 2800-3200r/min 0.13
Carburetor Type GW N.W
Diaphragm Type 8.0KG 7.0KG

Ari volume(m?/s)

Rated output power Ldling speed
2.2kw/8000r/min 2800-3200r/min 035
Carburetor Type GW N.W
Diaphragm Type 6.0KG 5.5KG

Ari volume(m?/s)

Rated output power Ldling speed
3.5kw/8000r/min 2800-3200r/min 0.7
Carburetor Type GW N.W
Diaphragm Type 10.0KG 9,0KG




@D® D520A

Engine type Displacement
Air-cooled,2-stroke, 52¢c
single cylinder

Fuel tank capacity Ldling speed

1250ml 2800-3200r/min

@D® D5208

Engine type Displacement
Air-cooled,2-stroke,
single cylinder o
Fuel tank capacity Ldling speed
1250ml 2800-3200r/min

@D D580S

Engine type Displacement
Air-cooled,2-stroke,
single cylinder A
Fuel tank capacity Ldling speed
1250ml 2800-3200r/min

!

R RS LY N
BN \\:Q‘Q‘\\l\\Q\K‘m\\n\f\\tﬁ‘\\\“\k\ \..‘\\‘.“\

Rated output power

1.45kw/8000r/min

Drill diameter
30~200mm

Rated output power

1.45kw/8000r/min

Drill diameter
30~200mm

Rated output power
2.6kw/8000r/min

Drill diameter
100~250mm

Transmissible system
Worm gear & shaft design

Gaw
5.5KG

Transmissible system
Worm gear & shaft design

GW
5.5KG

Transmissible system

Worm gear & shaft design

Two-cycle Oil/Gasolone mixting ratio
1:40
N.W
5.0KG

Two-cycle Oil/Gasolone mixting ratio
1:40

N.W
5.0KG

Two-cycle Oil/Gasolone mixting ratio
1:40
N.W
6.5KG

NN NN
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COPWE GROUND DRILL

@D D530

Engine type Displacement Rated output power Transmissible system Two-cycle Oil/Gasolone mixting ratio
gir:;gocly?idﬁég:mke' 58cc 2.2kw/8000r/min Worm gear & shaft design 1:40
Fuel tank capacity Ldling speed Drill diameter GW N.W
1250ml 2800-3200r/min 100~250mm 7.9KG 6.3KG

@D® D580A

Engine type Displacement Rated output power Transmissible system Two-cycle Qil/Gasolone mixting ratio
ﬂ;g‘?ﬁ%ﬁ’é:mke’ 58cc 2.6kw/8000r/min Worm gear & shaft design 1:40
Fuel tank capacity Ldling speed Drill diameter GW N.W
1250ml 2800-3200r/min 100~250mm 7.9KG 6.3KG

@D D3880A

Engine type Displacement Rated output power Transmissible system Two-cycle Oil/Gasolone mixting ratio
Air-cooled,2-stroke, 88cc 3.5kw/8000r/min Worm gear & shaft design 1:40
single cylinder
Fuel tank capacity Ldling speed Drill diameter GwW N.W
1200ml| 2800-3200r/min 100~300mm 9.8KG 8.5KG

60mm 80mm 100mm 120mm 150mm 200mm 250mm 300mm
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HEDGE TRIMMER

@GD® HI-750

- Adjustable blade screw
- Long lasting air filter
- 180 degree adjustable handle

Engine type Displacement
Air-cooled,2-stroke, 25.4¢c
single cylinder
Fuel tank capacity Blade

230ml Duble side

@D HT-7510

- Excellent Anti-vibration and low noise
- Adjustable blade screw

- Long lasting air filter

- 180 degree adjustable handle

Engine type Displacement
Air-cooled,2-stroke, 25.4¢cc
single cylinder
Fuel tank capacity Blade

230ml Duble side

@D HT-7520

- Excellent Anti-vibration and low noise
- Adjustable blade screw
- Long lasting air filter

Engine type Displacement
Air-cooled,2-stroke, 25.4¢cc
single cylinder
Fuel tank capacity Blade

230ml Duble side

Rated output power Two-cycle Oil/Gasolone mixting ratio Handle Type
0.75kw/8000r/min 1:40 Super rolling (180°)
Ldling speed Pruning Length G.W/NWT
2800-3200r/min 600mm 7.0/6.0kg

Rated output power Two-cycle Oil/Gasolone mixting ratio Handle Type
0.75kw/8000r/min 1:40 Super rolling (180°)
Ldling speed Pruning Length GW/NWT
2800-3200r/min 600mm 7.0/6.0kg

Rated output power Two-cycle Oil/Gasolone mixting ratio Handle Type
0.75kw/8000r/min 1:40 Fixed
Ldling speed Pruning Length GW/NWT
2800-3200r/min 600mm 7.0/6.0kg




COPWE WATER PUMP
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- Easy to start, durable engine, high quality
- Finally a Quality Pumping Solution is Available
- Pump body made of light-weight but strong aluminum alloy
- Cast iron volute and impeller
High-quality ceramic mechanical sealling

@GE»» WP-411

Engine type Displacement Rated output power Outlet Size
;ggﬁggﬁgﬁgg}wkef 41.1cc 1.2kw/8000r/min 15inch
ment Q.max(m3/h) Lift H.max(m) Fuel Tank Capacity (L) Fuel Consumption(g/Kw.h)
20 22 1.2L <610

@GED®» WP-520

Engine type Displacement Rated output power Outlet Size
g:g‘-lgfz_';l%;:mk“r 52cc 1.45kw/8000r/min Tinch
ment Q.max(m3/h) Lift H.max(m) Fuel Tank Capacity (L) Fuel Consumption(g/Kw.h)
12 22 1.25L <610

@D » WP-5201

Engine type Displacement Rated output power Outlet Size
Air-cooled,2-stroke, 58cc 2.2kw/8000r/min 15inch
single cylinder
ment Q.max(m3/h) Lift H.max(m) Fuel Tank Capacity (L) Fuel Consumption(g/Kw.h)
14 22 1.251 <610

@GDD®» WP-580

Engine type Displacement Rated output power Outlet Size
;:}E(;]Zrélﬁid,fj;}mm' 58cc 2.2kw/8000r/min 15inch
ment Q.max(m3/h) Lift H.max(m) Fuel Tank Capacity (L) Fuel Consumption(g/Kw.h)
16 22 1.25L <610

Inlet size

1.5inch

Ldling speed
2800-3200r/min

Inlet size

1inch

Ldling speed
2800-3200r/min

Inlet size

1 5inch

Ldling speed
2800-3200r/min

Inlet size

15inch

Ldling speed

2800-3200r/min
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Know throughout the world for its superior quality, performance and results.

Engine type

Air-cooled,2-stroke,
single cylinder

Ldling speed
2800-3200r/min

Displacement Rated output power Spool cutting diamter
43cc/52cc 1.25/1.45kw 450mm
Fuel tank capacity Two-cycle Qil/Gasolone mixting ratio GW.
1250m 1:40 12KGS

Carburetor Type
Diaphragm Type

N.W.
11KGS

L) I

Engine type

Air-cooled,2-stroke,

single cylinder
Ldling speed
2800-3200r/min

o~
S
&

Displacement

43cc/52cc

Fuel tank capacity
1250ml

Rated output power diamter
1.25/1.45kw 450mm

Two-cycle Oil/Gasolone mixting ratio

1:40

GW.
12KGS

Carburetor Type
Diaphragm Type

N.W.
11KGS

42
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@D ® DT1-5801

GASOLINE TILLER

@D ® DT1-5202

Engine type

Air-cooled,2-stroke,

single cylinder
Ldling speed
2800-3200r/min

Displacement
58cc

GW
14.5KG

Rated output power
24kw

N.W
15.5KG

Working width

30cm

Working depth

10~15cm

Engine type

Air-cooled,2-stroke,

single cylinder
Ldling speed
2800-3200r/min

Displacement
52cc

GW
14.5KG

Rated output power
1.45kw

N.W
15.5KG

Working width

30cm

Working depth

10~15cm
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360° rotary handle with self-lock
It can run 45 minutes with a full tank(1.2L)

Propeller I Gear box I Throttle handle Kill off switch
Engine type Displacement Rated output power
*“*“scqf’;'ff_’ﬁ:g;ke- 58cc 2.4kw/8000r/min
Fuel tank capacity Propeller diameter Diameter for the tube
1200ml 180mm 100~250mm

@D D 1P3500

360° rotary handle with self-lock
It can run 45 minutes with a full tank(1.2L)

e

Propeller Gear box Throttle handle Kill off switch
Engine type Displacement Rated output power
O, 82cc 3.5kw/8500r/min
single cylinder
Fuel tank capacity Propeller diameter Diameter for the tube
1200ml 180mm 100~250mm

Engine type

Air-cooled,2-stroke,
single cylinder

Max cutting depth

5"(125mm)

Displacement
82cc

W/O blade weight
9.3kgs

Rated output power
3.5kw(4.8HP)

Ldling speed
2800-3200r/min

Fuel tank capacity
960ml

GW
15KG

Blade diameter
14"(350mm)

N.W
14KG
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